
Test Requirement

10 MPa min.

DATA SHEET

PAT - ANTI-TRACKING INSULATION TUBINGPCA-DS-001

Ultimate elongation ASTM D 2671 200 % min.

Permittivity ASTM D 150

10 kV/mm min. (2.5 mm)

10
12

 Ω.cm min.

Dielectric strength IEC 60243

Volume resistivity ASTM D 2671

No cracking, dropping

1.2-1.3 g/cm
3

Heat shock at 200°C / 30 min

Density ASTM D 792

3 nom.

Low temperature flexibility (-40°C / 4 hrs) ASTM D 2671 No cracking
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Typical Application: MV Cable Terminations

In areas of extreme environmental conditions and high electrical stress, the tubing protects

Cable insulation & or substrates from erosion caused by leakage current. The anti-tracking

sealant provides a moisture proof environmental seal to the substrate.

The tubing is normally used in Cable Terminations for voltages > 1 kV.

It is available in various sizes, generally expanded in the ratio 3:1 to make it range taking.

10 MPa min.

Ultimate elongation after Ageing at 

150°C for 168 hrs.
ASTM D 2671 100 % min.

Tracking resistance ASTM D 2303 No tracking

ASTM D 2671

Tensile strength after Ageing at 

150°C for 168 hrs.
ASTM D 2671

Test MethodTest Parameters

Tensile strength ASTM D 2671



DATA SHEET

PCA-DS-001 PAT - ANTI-TRACKING INSULATION TUBING

19/6 19 6 2.5 30 m spool or 0.5-1.5 m

Standard

Length

Size

(mm)
D (Min.)

As Supplied

(mm)

After Recovered

(mm)

d (Max.) w (Min.)

30/10
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PAT

DIMENSIONS:

30 10 2.9 30 m spool or 0.5-1.5 m

38/12 38 12 2.9 30 m spool or 0.5-1.5 m

40/16 40 16 2.9 30 m spool or 0.5-1.5 m

49/16 49 16 2.9 30 m spool or 0.5-1.5 m

55/18 55 18 2.9 30 m spool or 0.5-1.5 m

65/21 65 21 3.3 30 m spool or 0.5-1.5 m

75/25 75 25 3.5 30 m spool or 0.5-1.5 m

85/29 85 29 3.5 30 m spool or 0.5-1.5 m

100/40 100 40 4.0 0.5-1.5 m

130/50 130 50 4.0 0.5-1.5 m


